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Isolated Style
Recommened max PV power
Max DC input voltage
MPPT voltage range
Connection w/ PV cables
Number of strings

Max DC input current
Nominal AC output power
Total Harmonic Distortion
Power Factor

Max efficiency

Europe Efficiency
Operating range of voltage
Operating range of frequency
Self consumption at night
Communication Interface
Water/dust proof class
Operation temperature
Noise level

Cooling

Size (WxHxD)

Weight

Transformerless
1800 Wp

450 V

150~450 V
Water-proof direct-plug terminal
1

10A

1500 W

< 4%

>0.99

95%

93%

180~265 Vac
50~60 Hz
<05W

Rs485

IP41 (Indoor)
-25~+40 €
<40dB

Natural cooling
288 x 410 x 126 (mm)
10.3 kg

Isolated Style
Recommened max PV power
Max DC input voltage
MPPT voltage range
Connection w/ PV cables
Number of strings

Max DC input current
Nominal AC output power
Total Harmonic Distortion
Power Factor

Max efficiency

Europe Efficiency
Operating range of voltage
Operating range of frequency
Self consumption at night
Communication Interface
Water/dust proof class
Operation temperature
Noise level

Cooling

Size (WxHxD)

Weight

Transformerless
3000 Wp

450V

150~450 vV
Water-proof direct-plug terminal
r)

20A

2500w

< 4%

>0.99

95%.

93%

180~265 Vac
50~60 Hz
<05W

Rs485

1pd1 (Indoor)
-25~+40 €
<40dB

Natural cooling
288 x 450 x 126 (mm)
1.3 kg
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